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% How to Seal Genuine Smart Tint® Edges
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Smart Tint® Trim Kit

to reveadl sticky side.

Tape is applied to the
back of the trim. Peel
back the release liner

1. Smart Flim® Edge Sealant should not
make contact with Bus Bars. Keep 1/2"
(1.3cm) between the Bus Bars and Smart
FIim® Edge Sealant. Once applied, allow
12 hours to dry after installation.

*Please hote that Smart

Film Edge Sealant does
Nnot appear yellow once

applied; yellow color
iflustrated is for demo
purposes only. Smart Film

Edge Sealant is offered in
White Black and Clear.”

2. Smart Tint® Trim Kit should be
adhered over Bus Bars and NO Smart
FIim® Edge Sealantis to be applied
over the Bus Bar electirical connections.
Smart Tint® Trim Kit is applied with VHB
Acid Free Smart Tint® Trim Kit Double
Sided Tape.
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*Smart Tint irim is offered in
White, Black and is
paintable.”

3. ONLY three of the four sides of Smart
TInt® should be completely sealed

with Smart Filim® Edge Sealant. These three
sides are the sides without Bus Bars. The

side with Bus Bars can be sealed until 1/2"
(1.3cm) away from the Bus Bar is reached.

FOR ADDITIONAL INFORMATION, VISIT: WWW.HOWTOINSTALLSMARTTINT.COM



